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• Suitable for parallel and tapered flanges up to 5°.

• Recessed top holds the bolt head captive while the nut is 

  tightened. Type W washer (page 20) can be used to fill the recess.

• The skirt prevents the clamp from rotating during installation.

Type D2
This clamp has an adjustable Setscrew 
Tail that can be adapted to fit a range 
of flange thicknesses.

Safe Working Loads 
(Factor of Safety 5:1)

Dimensions

Product
Code

Bolt 8.8 
Z

Tensile 
/ 1 Bolt

Slip Resistance 
/ 2 Bolts

Tightening 
Torque

Clamping Range 
   V 1)               V 2)

Y X S T Width

kN kN Nm mm mm mm mm mm mm

D210 M10 1.5 - 20 5 - 10 10 - 20 20 20 M6 5 26

D212 M12 5.8 0.7 69 5 - 10 10 - 22 26 25 M6 6 29

D216 M16 7.3 1.5 147 6.5 - 13 13 - 20 30 30 M8 8 35

D220 M20 14.7 3.0 285 8.5 - 17 17 - 24 36 35 M10 10 42

Nose

Clamping 
Area

Skirt

Recess

Setscrew Tail

S
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T

1)  Setscrew (S) inserted from above.
2) Setscrew (S) inserted from below.
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Material: Malleable iron, zinc plated / hot dip galvanised.

Packings are available to increase the clamping range, see page 20.

Location plate / end plate details can be found on page 21.
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